
KX-T2378

Headset Jack (Headset Optional)



Dial Mode: Tone (DTMF)/Pulse
Memory Capacity: 30 stations (22 digits) 
Redial: One-touch (31 digits)
Flash: 80/90/100/110/200/250/300/

400/600/700 ms

Pause: 1 second/5 seconds/Auto
Power Source: Telephone Line/3 “AA” batteries 
Dimensions (W x D x H): 167 mm x 224 mm x 95 mm
Weight: 730 g

Design and specifications are subject to change without notice.
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� 30-Station One-Touch/Speed Dialer
� Dial Lock
� Headset Jack
� Call Restriction
� Electronic Volume Control
� User Programmable Timed Flash

(80/90/100/110/200/250/300/400/ 
600/700 ms)

� Ringer Indicator

� Programmable Tone (DTMF)/Pulse 
Settings

� Insertable Pause (Time Delay)
� Ringer Selector: Off/Low/High
� Telephone Line-Powered Operation
� One-Touch Tone Switching
� One-Touch Wall Mountable
� Mute/Auto Pause

Data Port
A second jack on the back of the 
phone allows you to connect a 
computer, modem, fax machine, 
answering machine or other single 
line devise.

Auto Redial
Redials the last number called. If the 
line is busy, the unit automatically 
disconnects the call and then redials 
the number repeatedly at regular 
intervals. This is especially convenient 
when you have an important call to 
make to a busy number.

2-Line Operation with 3-Way 
Conference
Allows you to talk with a party on 
one line, dial a second party on the 
other line, and then conference both 
calls together.

Hands-Free Speakerphone
Built-in speakerphone allows for 
hands-free operation. You can let 
others in the room join in your 
conversations.

16-Digit LCD with Clock
The convenient 16-digit LCD displays 
dialed numbers, a duration of call, and 
date. You can also adjust LCD contrast.

Specifications

Additional Features

Panasonic and National are the brandnames of Matsushita Electric.

KX-T2378
Outstanding Features with Built-In Quality


